
 obsluze 

 

1. Nastavitelná rozprašovací tryska 
2. Rukoje rpadla 
3. Konektor trysky 
4.  
5. Nád  
6. Pumpa 
7. Pojistný ventil 
 

Překlad z originálu
45245 - " Postrekovač tlakový záhradné 5L (Q)"
45246 - " Postrekovač tlakový záhradné 8L (Q)"
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1. Nastavite ná rozprašovacia tryska 
2. Rukovä  erpadlá 
3. Konektor trysky 
4. Spúš 
5. Nád  
6. Pumpa 
7. Poistný ventil 

Preklad z originálu
45245 - " Postrekovač tlakový záhradné 5L (Q)"
45246 - " Postrekovač tlakový záhradné 8L (Q)"
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5.  Asi 40x zapumpujte. 
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1. Adjustable spray nozzle  
2. Pump handle  
3. Connector nozzles 
4. Trigger 
5. Tank 
6. Pump  
7. Safety valve  

 

Operating Instructions
45245 - " Garden sprayer pressure 5L (Q)"
45246 - " Garden sprayer pressure 8L (Q)"
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1. Screw nozzle clockwise

2. Unscrew the pump handle 
counterclockwise

3. Fill the required �uid to the line
marked on the container

4. Re�t the pump handle clockwise

5. Pump approximately 40x

6. If the pressure is too high, 
leakage occurs by a check valve.
Do not over�ll the tank with liquids
and gass.

7. Sprayer will operate when the trigger
is pressed. Spraying for longer pull
the trigger and slide it forward to the "on"
position. Slide to unlock the trigger back.
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